
Part No. 18650

Breakdown:

Part Number Description Qty.
18651

18652

18651
18653

18655

18654

Cross Bar 1
18652 Connecting Arm 2

18654 Push Cone 1
18653 Center Forcing Screw 1

18655 C-Clip 1

PITMAN ARM SPREADER

Instructions:

1.   Remove the nut and through bolt from the pitman arm. 

2.   Remove the lock nut and mounting bolt from the pitman arm (if applicable).

3.   Insert the two connecting arms (18652) on each side of the cross bar (18651) with the pins of the 
 connecting arms (18652) entering the through bolt hole.

4.   Align the push cone (18654) with the parting line of the pitman arm and tighten the center forcing 
 screw (18653) until tight and in the correct position.

5.   Turn the center forcing screw (18653) with an air ratchet or wrench until the push cone (18654) has
 spread the pitman arm enough to be removed (do not excessively spread the pitman arm).

6. Support the spread when loosening the center forcing screw (18653).

Read all instructions and warnings before attempting to use this product.
Failure to comply can result in damage, injury, or possibly death.
Consult the vehicle’s service manual before using this product for specific removal instructions.

Note: Hammering this tool will void the warranty. 

Note: Lubricate the center forcing screw (18653) regularly to maintain operation of tool. 

•  Stay alert! Be aware of your surroundings and use 
   common sense when operating this tool.

•  Inspect tool for damage prior to using; do not use if 
 tool is in unsafe condition.

•  Always use safety equipment. Approved face and eye 
 protection must be worn in the work area at all times.

•  Keep hair, clothing, jewelry, and gloves away from any
 moving parts at all times.


